
SPECIFICATION MATERIAL

Features

Material and finish

Zinc-die-cast,nickel plated

Temperature range

-40° to +120°

Cable diameter

4.0mm - 13.0mm

Attenuation factor

>40 dB between

30Mhz and 1Ghz

Requirements

VDE 0871,FCC 20780,

89/336/EU

Material

Zinc die-cast

Delivery includes

1 half-sheels                 (2x)

2 knurledge screws     (2x)

3 screw (thread forming)    (1x)

4 half shells of strain relief  (8x)
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D-SUB cover

9pin

RoHS compliant

Unit:mm

.X
±0.30

3

A.Siozios28.02.2014

4
Changed cable Ø

A.Plate21.09.2015

5

S.bolling28.08.2018

6
Update

S.bolling10.02.2021

7
Update screw thread housing design

Daniel5.5.2021

Update of datailed specification,

added sheets         

Updated assembly screw

property thread forming        
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SPECIFICATION MATERIAL

Features

Material and finish

Zinc-die-cast,nickel plated

Temperature range

-40° to +120°

Cable diameter

4.0mm - 13.0mm

Attenuation factor

>40 dB between

30Mhz and 1Ghz

Requirements

VDE 0871,FCC 20780,

89/336/EU

Material

Zinc die-cast

Delivery includes

1 half-sheels                 (2x)

2 knurledge screws     (2x)

3 screw (thread forming)    (1x)

4 half shells of strain relief  (8x)
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D-SUB cover
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A.Siozios28.02.2014

4
Changed cable Ø

A.Plate21.09.2015
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S.bolling28.08.2018

6
Update

S.bolling10.02.2021

7
Update screw thread housing design

Daniel5.5.2021

Update of datailed specification,

added sheets         

Updated assembly screw

property thread forming        
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SPECIFICATION MATERIAL

Features

Material and finish

Zinc-die-cast,nickel plated

Temperature range

-40° to +120°

Cable diameter

4.0mm - 13.0mm

Attenuation factor

>40 dB between

30Mhz and 1Ghz

Requirements

VDE 0871,FCC 20780,

89/336/EU

Material

Zinc die-cast

Delivery includes

1 half-sheels                 (2x)

2 knurledge screws     (2x)

3 screw (thread forming)    (1x)

4 half shells of strain relief  (8x)
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Update
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Update screw thread housing design
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Update of datailed specification,
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Updated assembly screw

property thread forming        
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SPECIFICATION MATERIAL

Features

Material and finish

Zinc-die-cast,nickel plated

Temperature range

-40° to +120°

Cable diameter

4.0mm - 13.0mm

Attenuation factor

>40 dB between

30Mhz and 1Ghz

Requirements

VDE 0871,FCC 20780,

89/336/EU

Material

Zinc die-cast

Delivery includes

1 half-sheels                 (2x)

2 knurledge screws     (2x)

3 screw (thread forming)    (1x)

4 half shells of strain relief  (8x)
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D-SUB cover

UNC4-40 Thread

RoHS compliant

Unit:mm

.X
±0.30

3

A.Siozios28.02.2014

4
Changed cable Ø

A.Plate21.09.2015

5

S.bolling28.08.2018

6
Update

S.bolling10.02.2021

7
Update screw thread housing design

Daniel5.5.2021

Update of datailed specification,

added sheets         

Updated assembly screw

property thread forming        
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D-SUB cover

Assembly instruction

RoHS compliant
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Update
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Update screw thread housing design
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Update of datailed specification,

added sheets         

Updated assembly screw
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