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SV4824

DIN 41612

Type C / Female / Straight
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TOLERANCE

1 Change to new plant

Winnie

17.08.2020

Technical specifications:

Materials:
1. Insulator: Glass-Filled PBT, Color: Grey, UL 94V-0
2. Contact: Copper Alloy

Contact plating according DIN41612 performance classes:
Performance class I 500 mating cycles min.
(-1) 30u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class II 250 mating cycles min.
(-2) 15u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class III 50 mating cycles min.
(blank) Gold flash on mating side over 50u" Nickel

100u" Sn plating on solder area over 50u" Nickel

Other specifications:
Contact resistance: 20mOhm max.
Insulation resistance: 1012Ohm min.
Current rating: 2A
Operating temperature: -40°C to 105°C
Operating voltage:           125VAC
Test voltage:                     1000VAC
Packaging:                   Tray
printing :                                WSW+WSW part number +datacode(WWYY)

2 Add page2&3

Winnie
01.02.2021

RoHS compliant

Unit:mm

File No.: E198287

3 Add UL E-file No.

Daniel
14.05.2021

4 Update dimension on page 2&3

Daniel
11.07.2022
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Correct the press fit length to 5.5 on page 3 
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23.08.2022
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SV4824

DIN 41612

Type C / THT Wrap /Female / Straight
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1 Change to new plant
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Technical specifications:

Materials:
1. Insulator: Glass-Filled PBT, Color: Grey, UL 94V-0
2. Contact: Copper Alloy

Contact plating according DIN41612 performance classes:
Performance class I 500 mating cycles min.
(-1) 30u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class II 250 mating cycles min.
(-2) 15u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class III 50 mating cycles min.
(blank) Gold flash on mating side over 50u" Nickel

100u" Sn plating on solder area over 50u" Nickel

Other specifications:
Contact resistance: 20mOhm max.
Insulation resistance: 1012Ohm min.
Current rating: 2A
Operating temperature: -40°C to 105°C
Operating voltage:           125VAC
Test voltage:                     1000VAC
Packaging:                   Tray
printing :                                WSW+WSW part number +datacode(WWYY)
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SV4824

DIN 41612

Type C / Press-in /Female / Straight
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TOLERANCE

1 Change to new plant
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17.08.2020
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RoHS compliant

Unit:mm

Technical specifications:

Materials:
1. Insulator: Glass-Filled PBT, Color: Grey, UL 94V-0
2. Contact: Copper Alloy

Contact plating according DIN41612 performance classes:
Performance class I 500 mating cycles min.
(-1) 30u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class II 250 mating cycles min.
(-2) 15u" AU plating on mating area, Gold Flash on non-mating area,

50u" Nickel underplating
100u" Sn plating on solder area over 50u" Nickel

Performance class III 50 mating cycles min.
(blank) Gold flash on mating side over 50u" Nickel

100u" Sn plating on solder area over 50u" Nickel

Other specifications:
Contact resistance: 20mOhm max.
Insulation resistance: 1012Ohm min.
Current rating: 2A
Operating temperature: -40°C to 105°C
Operating voltage:           125VAC
Test voltage:                     1000VAC
Packaging:                   Tray
printing :                                WSW+WSW part number +datacode(WWYY)
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