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IO 30 
OCXO Oven Controlled Crystal Oscillator   

    DIP/SMD 

Dimensions  l/w/h  (max) 25,04 mm x 25,04 mm x 15,0 mm 

Frequency range 1,0 MHz to 100,0 MHz 

Operating temperature Refer to Ordering Guidance 

Storage temperature -40°C to +100°C 

Frequency Accuracy Center control voltage: ±0,1 ppm   

Power supply voltage 3,3 V /5,0 V/12 V 

Frequency Stability vs Temperarure See Table  

Frequency Stabillity vs. Load ±0,02 ppm vs. ±10%/Load change 

Frequency Stability vs. Voltage ±0,02 ppm vs. ±5%/Voltage change  

Supply Consumption 3,6W (max.) when warm-up  

Warm-up Time 1,2W (max.) when static 
 ±0,5 ppm < 3 minutes (AT) 
 ±0,3 ppm < 3minutes (SC) 

Adjustable Frequency Range AT: ±5 ppm SC: ±1 ppm 

Slope  Positive 

Linearity ±10% 

Control Voltage Range 0 V ~ 5 V 

Phase Noise (10,0 MHz) 1Hz: -80dB/Hz 10Hz: -120dB/Hz 
 100Hz: -140dB/Hz  1 KHz: -145dB/Hz 
 10 KHz: -150dB/Hz 

Aging AT Cut: ±0,003 ppm/day±0,5 ppm/1st Y±3 ppm/10Years 
 SC Cut: ±0,003 ppm/day±0,1ppm/1st Y±0,5ppm/10Years 
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